PRODUCT BULLETIN - GYPSUM WALLBOARD BULLETIN NO: B-44
GYPSUM PRODUCTS | /2" TYPE X SUPER NULL-A-FIRE DATE: 12/30/65 .
{U.L.} PAGE: T of 2
CAMNCELS: NEW
DATE:

) ‘ Jacksonville
Core Formula (Lbs/MSF)  Long Beach Antioch Seattle Rosario & Delanco

Board Stuceo (S-1,5-2) 1400/1550  1400/1550  1400/1550 1425/1575  1425/1575

Glass Fiber #636 (8G-1)  7.7-8.2  7.7-8.2  7.7-8.2  7.7-8.2  7.7-8.2

Paper Fiber (BG~1) 10-12 13-15 10-12 13-15 13-15
Vermiculite Ore RM-828) 70-75 7075 70-75 70-75 70~75
Starch (BG-1) 7-10 710 7-10 7-10 7-10

Core Fooming Agent:

Resin (BG-1) -- - 0.5-2.0 -- -

ALS (BG-1) 0.2-1.7 - -- 0.2-1.7 - 0.2-1.7 |

AAS (BG-1) - 0.2-1.0 - -- --
Lignin 2.5-3.5 2.5-3.5 2.5-3.5 2,5-3.5 2.5-3.5
Ground Gypsum (BG-1) - 60-130 - none -
End Trim (BG~1) 20-35 - 20-35 none 20-35
Potassium Sulfate (8G-1) . 0.5-2.0 1.5-2.1 0.5-3.0 nene 0.5-2.0
Hydrated Lime (BG-1) 0-0.5 0-0.5 0-0.5 0-0.5 0-0.5
Retarder Rosario (BG=1) - - - 0-0.75 -

Paper Liners; Manila and Greyback Liners

NOTE: Formula shall conform to U.L. Lobel Procedure R3543, Section 3

OPERATING SPECIFICATIONS: (Refer to Process Bulletin BG-2 for General Specifications).

. L.B., Sea., Ros.,
_ Jax. & Del. Antioch
1. Slurry Setting Time {minutes) .2.0-4.0 | 2.5-4.5
2. Wet Slurry Weight (Lbs/cu. ft.} . 72-82 p
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BULLETIN NO: 8-4A

QPERATING SPECIFICATIONS (Cont'd:)

Ant., Sea. & Ros. L.B., Jox. & Del,

Wet Weight (Lbs/MSF)
Dry Weight {Lbs/MSF)
Average

Evaporation Loss (Lbs/MSF)
Thickness - Average (inch)
Thickness « individucl recding {inch}
Edge Hardness at take-off {Ibs.)
End Peel after Sawing (inch)
Flexural Strength, minimum

Across grain {| bs;)

Parallel {Ibs.)
Deflection at Break, minimum

Across grain {inch)

Parallel {inch)
Punch Test {Ibs.)
Twist Test, maximum split

Face (inch)

Back (inch)
Hammer Loss, decigrams

Individual Test, maximum

. Bond at High Humidity, maximum peel
Face (inch)
Back (inch)

3. Wet Compressive Strength (psi) 285-450 235-400

PRODUCT SPECIFICATIONS: (Refer to Product Bulletin BG~4 for General Specifications).

FACE PRINTING SHALL READ: 1/2" TYPE X SUPER NULL-A-FIRE KAISER
ESIVA P S-V-TINN ¥34NS X 3dAL W Z2/1 *

All Plants
2900-3100
1950-2100
2000
$00-1100
.503 minimum
+ .010 from average

8.0 minimum

1/8 maximum

150
40

0.25
0.15
1000-1600

3/4
3/4

1/2
1/2
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